


CHARACTERISTICS

AVAILABLE TYPES

TIME RANGE

SPECIFICATIONS

TYPE
CONTROL OUTPUT

Time- limit contact Instantaneous contact
CH3-D1 SPDT --
CH3-D2 DPDT --
CH3-D3 SPDT SPDT
CH3-AB
(Two modes
 selectable)

mode A DPDT --
mode B SPDT SPDT

TIME SETTING RANGE

0.01s~990H (3 push wheel time setting switches)
1~99S (2 push wheel time setting switches)
1~99M (2 push wheel time setting switches)
1~99H (2 push wheel time setting switches)

RATED
VOLTAGE

AC 110V, 220V, 380V, 440V,
DC 12V, 24V,

Rated frequency 50 / 60Hz.
ORERATING 
VOLTAGE

AC 85-100%  of rated voltage.
DC 80-110%  of rated voltage.

CONSUMED
POWER

About 2VA  FOR  AC.
About 2W   FOR  DC.

CONTROL
METHOD

Time-limit operation
Self-resetting

CONTACT
RATING 250V  AC  10A  (P.F=1)

AMBIENT
TEMP. -10℃ ~ +55℃

AMBIENT
HUMIDITY 45 ~85%  RH

Exclusive CMOS IC assures high performance
stability, and accuracy.
High repeat accuracy ± 1%.
Short resetting time-100 msec. ax.
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DIMENSIONS (mm)

OPERATION TIME CHART

Rt: Resetting time

( 2 modes selectable via slide switch )
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CH3 SERIES DIGITAL TIMER


